





Att tanka pa:

Placering av kameror i

ERIS modeller

Eris 3000 finns i 6 olika utforanden 4 kanals med 320Gb, 8 kanals med
640Gb samt 16 kanals med 1Tb med eller utan balunfunktion

butiksmiljoé bor vara sa lagt
som mojligt for att fa

ansiktsbilder, darfér lampar
sig domekameror ypperligt.

Kamerorna gar inte att rikta
om eller stéalla ur fokus.

Kamerans tackningsomrade
ar inte latt att upptécka
vilket ger ett storre
verkningsomrade.

Kassalinje och entré-
kameror ar viktiga, placera
dessa s& nara objektet som
mojligt.

Dolj inspelningsenheten sa
inte férovaren tar den med
sig eller slar sénder den.

Valj en erfaren leverantor
som har flerarig erfarenhet
av Overvakning och
installation.

Vvalj en leverantér med
historik, som finns kvar pa
markaden i manga ar
framover.

Valj alltid inspelningsenheter gl
som &r latta att anvanda och
exportera bilder ifran.

Lagringsenheterna skall ha
sa manga bilder i sekunden i
sa hog bildkvalité som
mojligt.

Valj kameror med sa hog
upplésning som mdjligt,
minst 500TVL

h"\,

Video
Input
Video standard
Video operation

Main monitor
Outputs  Call monitor

VGA
Picture refresh rate
Digital zoom
Camera installation
Audio
Input
Output
Recording mode
Compression method
Data rate
Operation
Playback
Recording
Compression method
Recording mode
Pre-alarm
Recording resolution & rate

Recording mode
Image size

Storage mode
Playback

Playback

Ptayback speed adjustment
Retrieve

Storage

Built-in HDD
Export

Use

USE thumb drive
Alarm

Afarm input

Alarm detection
Auditory alert
Motion detection
Video loss detection
Alarm relay output

External I'C board {optional)
Communication
Communication profocol
Remate control software
Network connectivity

LAN remote control

Dome camera coniral protocol
Remote operation
On-Screen Display

Search

Ptay / Pause { REW/FF
Password control

General

Uinit dimensions (W x H x D)
Unit weight

Operation temperature
Power consumplion

Retative humidity

Order info

BNC x4, 1.0 Vp-p/750hm | BNC = 8, 1.0 Vp-p/ 75 ohm
] PAL
triplex * (live / playback, record and network)

BNC x1, 1.0 Vp-p / 75 ohm

BNC x1, 1.0 Vp-p / 75 chm
800 = 600, 1024 x 768, 1280 = 1024 pixels @ 60 Hz

PAL: 400 PPS (16ch)
2x2
Plug & Play

| BNC = 18, 1.0 Vp-p / 75 ohm

RCA = 2, line-in
RCA x 2, line-out
always real-time record, synchronized with video
ADPCM, G.726
4 KB I s, per channel
VCR mode
only for nideo original speed

MPEG-4 advanced simple profile
hedule, alarm, motion d
Yes
PAL: 25 PPS@720 = 576 pixels
50 PPS@720 = 288 pixels (recommended)
100 PPS@360 = 288 pixels
best quality, standard, ezRecord, extended record, DSL
B8 KB to 20 KB / picture
“linear / circular

play, stop, pause, rewind, forward, search
yes 1x, 2= 32x
date / ime, event

up to 2 built-in HDDs

USB 2.0 CD / RW (Optional)
support
x 4,15 Pin (TTL) | x B, 25 Pin (TTL) |
N.C. ! N.O., programmable
built-in buzzer
16 = 12
programmahble
=1
30A/30VDC or 3.0AS 125 VAC
[ Terminal block (4 = &)

x 16, 25 Pin (TTL)

Terminal block (2 = &)

R5-485 DSCP
Remote Agent *
ethernet RJ-45 connector, 10/100 Mbps, supports DHCP
IE browser, Windows AP
DynaColor, Pelco P, Pelco D, AD422, Fastrax 2, Panasonic
monitor, playback, recording, system setup, dome camera control

based on time or event
control playback direction & speed

2 level, administrator / user

440 = 55 x 413 mm (17.3 x 2.2 x 16.3 inches)

4.9kg (10.8 lbs)
0°C ~40"C (32 °F ~ 104 °F)
1aw 50W | 30w B1W J4W B5W
i 5 % ~ 85 % non-condensing i
0063-08010 0063-08020 | 0063-08110 | 0063-08120 | 0063-08210 | 0063-08220

* Software requirements. Windows 2000, EXp or Vista, Intel Pl or faster, 512 MB RAM (1 GB RAM or above is recommended)
Microsoft Intemet Explorer 6.0 SP2, LAN or Internet connection. **External power supply
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Fordelar:

Vid val av ERIS kan varje Produkt Pris

modell uppgraderas med:
ERIS-4 Basic
Valfria kameror = |EEETIIIIIIIE DWR for 4 kameror, 320Gb
Fler antal kameror

MNya kameramodeller
Uppdaterad mjukvara
Publika monitorer

ERIS-4 Advanced
DWVE for 4 kameror, 320Gb

ERIS-8 Basic
DWR for 8 kameror, 640Gh

Standardfunktioner: T

DVR for 8 kameror,

ERIS startar automatiskt L ia i
efter strimavbrott. ERIS-16 Basic
DWR for 16 kameror, 1Th

I Advanced dellen kan

dmmatas ERIS-16 Advanced

DVR for 16 kameror, 1Th

HP 19" Flatskarm / ERIS

Flat 22" Publik flatskarm
med takfaste

Domekamera Vega2-3vV10

Domekamera VRECLAVDP
Vandalskyddad inomhus

Domekamera VRDN3IV10H
Vandalskyddad utom/inomhus
Kamera, Dag/natt funktion

Domekamera VRDN3V10IRH
Vandalskyddad utom/inomhus
Kamera. IR Ljus inbygad

n och bild via ERIS v
oon till kamerorna

Koaxialkabel for el-adaptermontage,
férdig kontakterad (Basic)

2 Pris/meter
Styra rorliga domekameraor

via ERIS CATS kabel for baloonsmontage,

fardig konakterad (Advanced)

Inbyggd DVD-brannare Pris/meter

Uppgraderingsbar Balun, en till varje kamera

eaitl 5 kravs
Mdajlighet att anslutas over

Internet med full funktion El-adapter 12/24 VAC, stromfarsdrjer

varje kamera, upp till 8 kameror
TP anlutning & rHPH

e
2 ars garanti

Prisexempel p& paket

Paket 4:a. EriS-4 Basic, 197 skarm, 3 Vegakameror,
Ix25m koaxialkabel, 1 el-adaptor, 197 skarm

Paket B:3 eris-8 Basic, 19" skarm, 5 Vegakameror,
Sx25m keaxialkabel, 1 el-adaptor, 197 skarm

Paket 16 ERIS-16 Basic, 197 skirm, 9 Vegakameror,
Su25m koaxialkabel, 2 el-adaptor

OBS priserna giller endast i samband med dessa paket.
Moms tillkommer
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